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MT-160F PLATER’S WAX 
Fluorescent Masking Wax for Electroplating 

So Clean Solutions, 5804 Elaine Drive Suite# 101, Rockford, IL 61108 USA 
Telephone:  815-544-9797              Fax:  815-544-5188 

Email: info@socleansolutions.com 
 

Characteristics:  
 
Microcrystalline Wax. Light pink in color; five 10 lb. (approximately) slabs per carton. 
Weight per gallon when melted: approx. 6.8 pounds. One 55 lb. box yields 
approximately 8.1 gallons of liquid wax.  
 
MT-160F Plater’s Wax is suitable for use in the following applications:  

Hard Chrome, Lead, Acid Copper, Indium, Gray and Sulfamate Nickel, Silver. 
 
FDA status:  This product is in compliance with Federal Regulations 21 CFR-178.3710 and 
172.886 

 
NOTE:  Do not use Plater’s Wax in any solution where the temperature of the solution 
exceeds the melting point of the wax. 

 
APPLICATION PROCEDURE 
  
1. MT-160F Plater’s Wax must be liquefied prior to application. Use a wax pot that is designed 

for liquefying the wax or some other device that will slowly melt the wax. The wax should 
be held at a temperature not to exceed 180 F (82 C).  

2. Before applying MT-160F Plater’s Wax, make sure the metal part has been thoroughly 
cleaned and free from grease, oils and other contaminants. Adhesion of MT-160F Plater’s 
Wax could be compromised if the part is not clean prior to applying the wax.  

3. Immerse the part to be coated and allow to remain in the hot wax until part  temperature 
almost reaches the wax temperature. Remove slowly and allow part and wax to cool before 
applying subsequent wax coats. Application of a first thin coat is necessary for good 
adhesion. NOTE: Immersion and quick withdrawal of a cold part will cause a thick build-up 
of wax but lacking adhesion. Second and third coats can be applied by immersing and 
immediately withdrawing from the wax solution. Allow each application to cool before the 
next immersion. Remove any excess with a sharp knife and clean the area to be plated with 
naphtha or some clean solvent. Final clean with pumice. Inspect with a black light to 
determine if all wax has been removed. 

4. After plating, remove the part and rinse thoroughly in warm water. This will aid in the 
removal of the wax from the part. Peel as much of the wax as possible from the part and 
save for reuse, unless contaminated with plating solution.  Boiling water will aid in the 
removal of any remaining wax.  

5. Place the wax that was removed from the parts back into the wax pot or other container. 
Wax removed with boiling water should not be returned to the wax tank unless completely 
dry of water. 
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SPECIFICATIONS: TEST METHOD TYPICAL RANGE 

Congeal Point  ASTM D-938 
155°F 
68°C 

155° - 165°F 
68° - 74°C 

R&B Melt Point ASTM E-28 170°F  

Melt  Point ASTM D-127 165°F  

Brookfield Viscosity (@ 210°F)  7.0 cps  

Needle Penetration  
       0.1mm @ 77°F/25°C 
       0.1mm @ 100°F/38°C 

 
ASTM D-1321 
ASTM D-1321 

 
- 
- 

 
15 – 35 
75 - 110 

Flash Point ASTM D-92 525°F  

Color  Pink  

 

 
CAUTION  
Always wear appropriate gloves, eye protection and breathing equipment. Store MT-
160F Plater’s Wax in a clean environment away from dirt, dust and other potential 
sources of contaminants. Store between 50 F (10 C) and 100 F (37 C).  Keep containers 
closed when not in use. Observe all EPA, OSHA and other federal and state regulations.  
 
Customers are asked to evaluate this product prior to use to determine suitability for 
their particular application. Application procedures and suggested uses do not 
constitute endorsement of this product for any particular use or purpose.  
 
Always consult Material Safety Data Sheet prior to usage and follow all state and federal 
regulations regarding Material Safety Data Sheets.  
 

EMERGENCY TELEPHONE NUMBER: INFOTRAC 1-800-535-5035 
 

 
 

TERMS, CONDITIONS AND WARRANTY 
The following terms, conditions and warranty extend to the sale of all So Clean Solutions, LLC (hereinafter “Seller”) 
products or services requested by customer or any other party. All specifications and representations made on the face of 
this document are incorporated herein by reference. WARRANTY: Unless otherwise noted, Seller, warrants for a period of 
one year from the date of manufacture that all products delivered to the customer shall be free from defects. All warranty 
claims with respect to any alleged defect must be received by the seller within the one year after manufacture date of the 
goods. Upon timely receipt of verifier claims, Seller, at Seller’ option, will replace or refund the purchase of the alleged 
defective materials. Seller disclaims all other warranties in connection with the goods or services, expressed or implied, as 
to any matter whatsoever, including without limitation, disclaimer of: Condition, Merchantibility, and Fitness for any 
particular purpose. Seller also disclaims all other warranties in connection with goods provided to buyer, which are not 
properly maintained, used or inspected. LIMITATION OF DAMAGE: The liability, if any, of seller and its agents, servants, 
representatives or employees with regard to goods and/or services for any claims, costs, damages, losses, liabilities and 
expenses for which they are or were legally liable, whether arising in negligence or in tort, contract or otherwise, shall not 
exceed in the aggregate the agreed upon price for the goods or services. In no event shall the Seller or its agents, 
servants, representatives or employees be liable for indirect, special or consequential damages (subject to state by state 
application of Mag-Moss, 16CFR 701.3). APPLICABLE LAW AND DISPUTE: Any dispute arising under the sale of goods 
shall be governed by the laws of the State of Illinois and applicable federal laws. Any dispute, which arises which is not 
resolved by parties shall be referred to and exclusively pursuant to commercial arbitration rules of the American 
Arbitration Association of Illinois and its decision shall be enforceable upon entry with a court of competent jurisdiction. 
The Arbitrator shall not have the power or authority to change or modify or otherwise alter the terms of the Buyers order or 
written agreement between the parties and the arbitrators decision shall be based on information outlined in the warranty 
sections and other materials from Seller according to applicable state and federal law. Each party shall bear its‘ own costs 
in such arbitration proceeding. Pending the resolution of the problem, the Buyer may proceed under the terms and 
conditions of the order and all documents incorporated therein. BUYER acknowledges that it has: (1) full knowledge of the 
hazards associated with the storage, distribution and the use of the Sellers’ products; (2) Buyer assumes all responsibility 
for warning its personnel and any third parties of such hazards. It is the responsibility of the Buyer to comply with all 
statutes and regulations concerning the storage, handling, transportation and the use of Sellers’ products shipper to Buyer 
by Seller. 
 


