Technical Data Sheet

SURTEC CG-815
High EP Tapping Lubricant
DESCRIPTION

SOLUTION MAKE-UP & MAINTENANCE

SURTEC CG-815 is a formulated straight oil
tapping lubricant with high EP (extreme
pressure) properties. It is suitable for a wide
range of tapping operations and very effective for
large diameter taps on ferrous (tool steel) and
non-ferrous metals. Its polar and EP additives
prevent galling and chip welding for superior
tool life and finish and is easily washable.

CAUTION: Before using or handling SURTEC
CG-815 or its solutions, refer to the Safety and
Handling section to be certain you are aware of
the protective gear you must wear and the first aid
procedures to follow in the event of accidental
exposure.

Use as received. If blending with lighter viscosity
oils mix thoroughly for complete uniformity
before use

ADVANTAGES
•

SOLUTION MAKE-UP

Chlorinated EP additives provide high film
strength to prevent galling and provide long
tool life and excellent finish on the workpiece

STANDARD PACKAGES
55 gallon drum (non-returnable)

•

Suitable for a wide variety of operations on
ferrous and non-ferrous metals

PRODUCT SPECIFICATIONS
Specific gravity
Flash point, C.O.C
Appearance
Solubility
Chlorine
pH

0.91
380F min.
amber
oil
present
NA

OPERATING INSTRUCTIONS
Use as received for heavy duty, large diameter
taps. May be diluted with light viscosity base oil
for light duty operations.
May be preapplied to taps by brushing or
immersion. Flow lubricant onto work piece/taps
during operation or fill the holes for large
diameter tapping.

SAFETY & HANDLING
WARNING: SURTEC CG-815 contains
petroleum oils. Prolonged skin contact may cause
irritation. Avoid contact with skin, eyes, and
clothing. Avoid breathing mist or vapor. Use
with adequate ventilation. Do not swallow. May
be harmful if swallowed.
PROTECTIVE EQUIPMENT: When
handling or using SURTEC CG-815 or its
solutions, wear oil-resistant gloves and chemical
safety goggles. Respiratory protection may be
required. Wash thoroughly after handling.
FIRST AID: In case of eye contact,
immediately flush with large amounts of water for
at least fifteen minutes and call a physician.
Wash from skin with mild soap and water. If
inhaled as a mist, remove victim to fresh air,
administer oxygen if necessary and call a
physician. If swallowed, call a physician
immediately.

Technical Data Sheet
Remove and wash contaminated clothing
before reuse.
SURTEC CG-815
STORAGE STABILITY: Store this
product in a cool place in tightly closed
containers.
SPILL OR LEAK: Wear protective
equipment during cleanup of a spill or leak.
Absorb with an inert material such as sand, earth
or vermiculite. Dispose of residue consistent with
federal, state and local regulations.
REQUIRED READING: This product is
for industrial use only. Read Material Safety
Data Sheet and product label before using. Also,
follow supplier’s safety recommendations for
all other chemicals mentioned in this technical
bulletin.

